
BOROUGH OF BEDFORD
&

MUNICIPAL AUTHORITY OF THE BOROUGH OF BEDFORD
244 WEST PENN STREET

BEDFORD, PA 15522
TELEPHONE: (814) 623 - 8192

FAX: (814) 623 - 3315
EMAIL: bedfordborough@bedboro.com

APPLICATION FOR COMMERCIAL I INDUSTRIAL SEWER CONNECTION PERMIT

Permit # Date Received
PRINT (using ink) OR TYPE

INCLUDE A DETAILED PLOT PLAN

NO ROOF, SURFACE, (STORM-WATER) OR GROUND WATER IS ALLOWED TO BE DISCHARGED TO THE
SANITARY SEWER SYSTEM.

1. Name of applicant: Telephone # _

3. Name of property owner: Telephone # _

5. Type of establishment: ---;-_---:-_---:----:--:-:----:-_---:--:--:_-:--: _
(e.g., restaurant, motel, business, industry, etc.)

6. Requested date for sewer connection: _

7. Proposed diameter of the sanitary sewer line: _

9. Please indicate below the proper name and address for sending bills and notices:

Name: _

Address: _

10. Where applicable, list the number of each of the following items present (or proposed) in your establishment:

A. Seats in restaurant _

B. Commodes and Urinals _

C. Wash basins and Slop Sinks _

D. Food or produce preparation and/or cleanup sinks _

E. Service Station Service Bays _
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11. All applications for a sewer connection permit must contain a Plot Plan showing the character and use of each
structure located upon the property. This Plot Plan shall indicate the dimensions of the property; its location relative to
a public road; the location of the proposed discharge sanitary sewer line [Include: the exact location of the connection
into the sanitary sewer main, elevations and slope of the line, invert elevations, type of pipe, diameter of pipe, and the
locations of the trap(s) & any clean-out(s)]. The Plot Plan shall also illustrate the location of the water service line and
its connection point to the water main.

Is required plan attached? Yes _ No _

12. Give General description of type of waste(s) proposed for discharge to sewer:

13. Complete the following table:
Anticipated Average Raw Waste Characteristics*

Suspended Dissolved Ammonia Phosphorus Temp. pH
800 Solids Solids Nitrogen (Total P) F Range Grease

Report as mgll unless noted otherwise.

14. Sanitary sewage shall mean the normal water-carried household and toilet wastes from residences, business
buildings, institutions, and industrial and commercial establishments, exclusive of storm water runoff, surface water or
ground water. List any wastes which by nature or anticipated concentration are not characteristic of typical domestic
sewage - give expected concentration(s) as mg/1.

15. Will you have any of the following types of wastes? (Please answer the following questions accurately.)

A Waste containing liquids, solids, or gases which by reason of their nature or quality may cause fire, explosions, or
be in any other way injurious to persons, the structures of the public sanitary system or its operation?

Yes _ No _

8. Wastes having a temperature in excess of 150 degrees Fahrenheit or less than 32 degrees Fahrenheit?

Yes _ No _

C. Waste having a pH lower than 6.0 or higher than 9.0 or having any corrosive capable or causing damage or
hazards to structures, equipment or personnel of the public sanitary sewage system?

Yes _ No _

20f6



D. Wastes containing any noxious or malodorous gas or substance which either singly or by interaction with sewage
or other wastes is likely to create a public nuisance or hazard to life, or prevent entry to sewerage structures for
their maintenance and repair?

Yes _ No _

E. Wastes containing ashes, cinders, sand, mud, straw, shavings, metal, glass, rags, feathers, tax, plastics, wood,
hair, chemical or paint residues, greases, lime slurry or viscose materials of such character and/or in such quantity
that, in the opinion of the Authority, that may cause an obstruction to the flow in the sanitary sewage system?

Yes _

F. Wastes containing insoluble, non-flocculant substances having a specific gravity in excess of 2.65?

No _

Yes _ No _

G. Wastes containing soluble substances in such concentration as to cause the specific gravity of the waste to be
greater than 1.1?

Yes _ No _

H. Wastes containing substances in solution or in suspension in concentrations exceeding those shown Section 9 of
Municipal Authority Resolution 6 dated April 11, 1989?

Yes _

I. Wastes containing more than 100 mgll by weight of fat, oil, or grease?

No _

Yes _ No _

J. Wastes containing more than 10 mgll of any of the following gases: hydrogen sulfide, sulfur dioxide, nitrous oxide,
or any of the halogens?

Yes _ No _

K. Wastes containing gases or vapors, either free of occluded, in concentrations toxic or dangerous to humans or
animals?

Yes _ No _

L. Wastes containing toxic substances in quantities sufficient to interfere with the biochemical processes of the
sewage treatment works or that will pass through the treatment process of the plant and still exceed the state and
federal requirements for the receiving stream?

Yes _

M. Wastes containing toxic radioactive isotopes without a special permit?

No _

Yes --- No ---
16. Are any garbage or related solid wastes anticipated in discharged wastewater? If so, describe proposed means of

pretreating such wastes (e.g., grinding) and the state of these wastes following pretreatment (e.g., maximum particle
size).
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17. Give proposed wastewater flows (gallons per day):

Initial Initial Initial Initial
+ 3 YEARS + 5 YEARS + 10 YEARS

Max. Ave. Max. Ave. Max. Ave. Max. Ave.

18. During what hour of the day is maximum wastewater flow expected and what is the magnitude of that flow (gallons per
hour)?

19. Are you willing to pay service charges for the use of said system, payable in the amounts and as provided in the
SEWER RATE ORDINANCE heretofore adopted by the Authority, and as it is hereinafter from time to time amended
and modified?

Yes _ No _

Said owners and users will be jointly and severally liable for the payment of said service charges and the penalties
therein prescribed for delinquent payments thereof. All bills for service charges shall be due when rendered. Billings
for service charges will be sent on a quarterly calendar year basis, and are charges for the previous quarter's service,
or portion thereof. The measurement by two or more meters of the quantity water used in or on one property by one
owner or user may be combined and the service charge billed to said owner or users as though the quantity of water
was measured by one meter if the Authority so elects.

20. Will the meter or meters necessary to measure the amount of water used to determine the sewage service charges be
installed by the owner or the user and in accordance with the specifications established by the Authority?

Yes _ No _

Any person requesting consideration or a reduction of the amount of sewage service charges because of water not
entering the public sanitary sewage system shall make written application to the Authority for such consideration,
giving the name of such person, his address and setting forth supporting data fully describing other sources of water, if
any, as well as the disposition of water alleged not to be entering the public sanitary sewage system. The cost of
furnishing, installing and maintaining any meter other than those utilized to measure water going into the sanitary
sewer system shall be borne by the applicant. The type, size, location, arrangement, and maintenance of such meters
shall be subject to the approval of the Authority.

21. Do you expect to discharge abnormal industrial wastes into the public sanitary sewage system?

Yes _ No _

If your answer is YES, are you willing to pay a surcharge fee(s), which is/are intended to cover such additional cost to
treat this waste?

Yes _ No _

22. Any required tap connection fee shall be paid at the time of making application for permission to make a connection.
No work shall commence before the payment of any aforementioned tap connection fee and issuance of the
aforementioned connection permit. The Authority requires that this Application be completed in full and be submitted
to the Borough Office where it will be marked "Received" on that date.
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23. Connections to sanitary sewers shall be completed within sixty (60) calendar days after receipt of proper notice. The
designated inspector of the Authority shall be given at least twenty four (24) hours notice of the time when such
connection shall be made in order that said inspector can be present to inspect and approve the work of connection.
The inspector shall signify his approval of the connection by endorsing his name and date of approval of the
aforementioned Connection Permit in possession of the Permittees. At the time of inspection of the connection, the
owner or owners of the properties shall permit the inspector full and complete access to all sanitary and drainage
arrangements and facilities in each building and in about all parts of the property. No building sewer line shall be
covered over or in any way concealed until after it is inspected and approved by said inspector. It is the intention of the
Rules and Regulations that the entire connection by inspected at one time; however, if the property owner feels that
special conditions warrant more than one inspection, he may request the same. All pipe installed shall be sewer pipe
and fittings of the kind and quality specified in the Rules and Regulations and of at least four (4) inches inside
diameter. Do you understand the above requirements?

Yes _ No _

24. All sewer pipe shall be installed in strict accord with the manufacturer's recommendations and the Authority's Rules
and Regulations. It is specifically called to the attention of the owner that four (4") inches of crushed stone must be
placed under the pipe and twelve (12") inches of crushed stone must be placed above the pipe. The cover in all cases
must be the type specified in the Rules and Regulations of the Authority.

25. Special attention is directed to developers who wish to extend the collection system that certain specific information
must be provided in accordance with the Authority's Rules and Regulations.

26. The sewer connection permit when granted will expire one-hundred-eighty (180) days after its issuance to the land
owner. Do you understand that you must adhere to this requirement?

Yes _ No _

If permit is allowed to expire, the applicant must reapply to the Authority for a new permit. Consideration for issuance
of new permit will take into account current conditions within the sewerage system.

27. It is further understood that the permit to tap-on when granted will be issued for the project as described herein ONLY,
and that the permit is not transferable from or to any other site.

Yes No _

By signing below, the property owner/applicant agree to abide by all Rules & Regulations of the Borough of Bedford and
Municipal Authority of the Borough of Bedford as they relate to Sanitary Sewer Service and that all statements/responses
contained in this application are true and correct.

Date: _ Date: _

Signature: ~--:-=---------_
Land Owner

Signature: _~,-----::-------------_
Applicant (if different than owner)
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***************************************************************************************************************************************

Permit Fee amount:

Date Permit Fee received:

II. Date upon which Permit is acted upon:

FOR BOROUGH I AUTHORITY USE ONLY

$----------------I.

Permit issuance is:

If disapproved, reason is as follows: _

____ Approved ____ Disapproved

Signature --::--_~--:-:~_:_-----
Borough Official
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CEMENTEDCONSTRUCTION NOTES

1. PIPE AND FITIINGS FROM REDUCER TO BUILDING CONNECTION SHALL BE AT LEAST
FOUR (4) INCHES IN DIAMETER. PIPE BEDDING TO BE AASHTO NO. 57 GRAVEL MATERIAL.
A MINIMUM OF 4'" OF BEDDING MATERIAL SHALL BE PLACED UNDER THE PIPE AND
12" OF BEDDING MATERIAL ABOVE THE PIPE.

2. PIPE AND FITTINGS OTHER THAN BUILDING TRAP ASSEMBLY SHALL BE POLYVINYL
CHLORIDE SDR-35 (PVC) PIPE CONFORMING TO ASTM 0-3034. SCHEDULE 40,
ASTM D-1785 PVC PIPE MAY BE USED IF TRENCH IS NOT WET AND IF APPROVED
BY THE AUTHORITY'S INSPECTOR, BUILDING TRAP ASSEMBLY SHALL BE PVC
SCHEDULE 40 PIPE AND FITTINGS.

3. JOINTS SHALL BE GASKET TYPE, ASTM F-477. FOR ASTM 0-3034. SDR-35 PIPE &
PURPLE PRIMED, ASTM F-656. AND SOLVENT CEMENTED, ASTM 0-2564, FOR
SCHEDULE 40 PIPE,

4. BUILDING SEWER SHALL BE LAID ON A GRADE OF NOT LESS THAN ONE-QUARTER (1/4)
OF AN INCH PER FOOT TOWARD THE SANITARY SEWER MAIN.

5. PROVIDE A MINIMUM COVER OF TWO AND ONE-HALF (2-1/2) FEET FOR
BUILDING SEWER.

PAVED AREA TRAP ASSEMBLY

Consulting Engineers
&: Surveyors

19 North Juniata Street
P,0, Box .re2

Hollida,..burg. PA 166.re
(6a) 696-6260

SERVICE CONNECTION TO
SANITARY SEWER

BEDFORD COUN1Y. PENNSYlVANIA

SCII..E: NONE
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1. PIPE AND FITTINGS FROM REDUCER TO BUILDING CONNECTION SHALL BE AT LEAST
FOUR (4) INCHES IN DIAMETER. PIPE BEDDING TO BE MSHTO NO. 57 GRAVEL
MATERIAL. A MINIMUM OF 4" OF BEDDING MATERIAL SHALL BE PLACED UNDER
THE PIPE AND 12" OF BEDDING MATERIAL ABOVE THE PIPE.

2. PIPE AND FITIINGS OTHER THAN BUILDING TRAP ASSEMBLY SHALL BE POLYVINYL
CHLORIDE SDR-35 (PVC) PIPE CONFORMING TO ASTM D-3034. SCHEDULE 40,
ASTM D-1785 PVC PIPE MAY BE USED IF TRENCH IS NOT WET AND IF APPROVED
BY THE AUTHORITY'S INSPECTOR. BUILDING TRAP ASSEMBLY SHALL BE PVC
SCHEDULE 40 PIPE AND FITTINGS.

3. JOINTS SHALL BE GASKET TYPE, ASTM F-477, FOR ASTM D-3034, SDR-35 PIPE &
PURPLE PRIMED, ASTM F-656, AND SOLVENT CEMENTED, ASTM D-2564, FOR
SCHEDUI.E 40 PIPE,

4. BUILDING SEWER SHALL BE LAID ON A GRADE OF NOT LESS THAN ONE-QUARTER
OF AN INCH PER FOOT TOWARD THE SANITARY SEWER MAIN.

5. PROVIDE A MINIMUM COVER OF TWO AND ONE-HALF (2-1/2) FEET FOR
BUILDING SEWER.

NON-PAVED AREA TRAP ASSEMBLY

STIFFLER, McGRAW
& ASSOCIATES, INC.

THE MUNICIPAL AUTHORITY OF THE
BOROUGH OF BEDFORD

SERVICE CONNECTION TO
SANITARY SEWER(1/4)

Consulting Engineers
&: Suryeyors

19 North Juniata street
P.O. Box ~2

Holliday.burg, PA 16648
(61") 696-6260

BEDFORD COUNlY, PENNSYLVANIA
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