BOROUGH OF BEDFORD
&
MUNICIPAL AUTHORITY OF THE BOROUGH OF BEDFORD
244 WEST PENN STREET

BEDFORD, PA 15522

TELEPHONE: (814) 623 - 8192
FAX: (814) 623 — 3315

EMAIL: bedfordborough@bedboro.com

APPLICATION FOR RESIDENTIAL SEWER CONNECTION PERMIT

Permit # Date Received
PRINT (using ink) OR TYPE

INCLUDE A DETAILED PLOT PLAN

NO ROOF, SURFACE, (STORM-WATER) OR GROUND WATER IS ALLOWED TO BE DISCHARGED TO THE

SANITARY SEWER SYSTEM.
1. Name of applicant: Telephone #
2. Current address of applicant:
3. Name of property owner: Telephone #

4. Address of property owner:

5. Requested date for sewer connection:

6. Proposed diameter of the sanitary sewer line:

7. Address/Location of property:

8. Please indicate below the proper name and address for sending bills and notices:

Name:

Address:

9. All applications for a sewer connection permit must contain a Plot Plan showing the character and use of each
structure located upon the property. This Plot Plan shall indicate the dimensions of the property; its location relative to
a public road; the location of the proposed discharge sanitary sewer line [Include: the exact location of the connection
into the sanitary sewer main, elevations and slope of the line, invert elevations, type of pipe, diameter of pipe, and the
locations of the trap(s) & any clean-out(s)]. The Plot Plan shall also illustrate the location of the water service line and
its connection point to the water main.

Number of structures: Number of housing units:

Is required plan attached? Yes No

10. Any required tap connection fee shall be paid at the time of making application for permission to make a connection.
No work shall commence before the payment of any aforementioned tap connection fee and issuance of the
aforementioned connection permit. The Authority requires that this Application be completed in full and be submitted
to the Borough Office where it will be marked “Received” on that date.
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1.

12.

13.

14.

15.

Connections to sanitary sewers shall be completed within sixty (60) calendar days after receipt of proper notice. The
designated inspector of the Authority shall be given at least twenty four (24) hours notice of the time when such
connection shall be made in order that said inspector can be present to inspect and approve the work of connection.
The inspector shall signify his approval of the connection by endorsing his name and date of approval of the
aforementioned Connection Permit in possession of the Permittees. At the time of inspection of the connection, the
owner or owners of the properties shall permit the inspector full and complete access to all sanitary and drainage
arrangements and facilities in each building and in about all parts of the property. No building sewer line shall be
covered over or in any way concealed until after it is inspected and approved by said inspector. It is the intention of the
Rules and Regulations that the entire connection by inspected at one time; however, if the property owner feels that
special conditions warrant more than one inspection, he may request the same. All pipe installed shall be sewer pipe
and fittings of the kind and quality specified in the Rules and Regulations and of at least four (4) inches inside
diameter. Do you understand the above requirements?

Yes No

All sewer pipe shall be installed in strict accord with the manufacturer's recommendations and the Authority’s Rules
and Regulations. It is specifically called to the attention of the owner that four (4”) inches of crushed stone must be
placed under the pipe and twelve (12”) inches of crushed stone must be placed above the pipe. The cover in all cases
must be the type specified in the Rules and Regulations of the Authority.

Special attention is directed to developers who wish to extend the collection system that certain specific information
must be provided in accordance with the Authority’s Rules and Regulations.

The sewer connection permit when granted will expire one-hundred-eighty (180) days after its issuance to the land
owner. Do you understand that you must adhere to this requirement?

Yes No

If permit is allowed to expire, the applicant must reapply to the Authority for a new permit. Consideration for issuance
of new permit will take into account current conditions within the sewerage system.

It is further understood that the permit to tap-on when granted will be issued for the project as described herein ONLY,
and that the permit is not transferable from or to any other site.

Yes No

By signing below, the property owner/applicant agree to abide by all Rules & Regulations of the Borough of Bedford and
Municipal Authority of the Borough of Bedford as they relate to Sanitary Sewer Service and that all statements/responses
contained in this application are true and correct.

Date: Date:

Signature: Signature:

Land Owner Applicant (if different than owner)
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xxxxxxxxxxxxxxxxxxxxxxxxxxxxxx

FOR BOROUGH / AUTHORITY USE ONLY

Permit Fee amount: $

Date Permit Fee received:

Date upon which Permit is acted upon:

Permit issuance is: Approved

Disapproved

If disapproved, reason is as follows:

Special conditions or requirements:

Signature
Borough Official
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BE SDR-35 GASKET TYPE FITTINGS

PIPE AND FITTINGS FROM REDUCER TO BUILDING CONNECTION SHALL BE AT LEAST
FOUR (4) INCHES IN DIAMETER. PIPE BEDDING TO BE AASHTO NO. 57 GRAVEL
MATERIAL.- A MINIMUM OF 4" OF BEDDING MATERIAL SHALL BE PLACED UNDER
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